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Environmental Monitors and Sensors

Applications
•  Belden climate monitors and sensors allow precise 

monitoring/alarming of key environmental 
parameters for improved equipment availability  
in mission critical applications (Data Center, 
networking closet, remote locations)

•  Built-in intuitive web interface for remote  
access via Ethernet browser

•  Built-in and external sensor options  
(temperature, humidity, air flow,  
water detection, door position, smoke)

•  SNMP-enabled for compatibility with  
leading DCIM package

•  Recognize IP-based camera for space viewing
•  Set alarm threshold, can be sent to up  

to five e-mail addresses
•  Allows viewing of data graphs and analysis  

of historical logs
•  Power supply included
•  UL and cUL listed

Other Accessories

Description Belden Part Number

Environmental Monitors

Compact Self-Contained Environmental Monitor (5.25"Lx1.75"Hx1.5"W); Provides 
Web-Based Remote Surveillance with On-Board Temperature and Humidity/Dew Point 
Sensors. Has Input Capacity for Two External Sensors

9318-0500

Rack Mount 1RU Environmental Monitor. Provides Web-Based Remote  
Surveillance for up to (16) Digital Sensors and (3) Analog Sensors. This Unit  
Does Not Feature Internal Sensors

9318-0550

Rack Mount 1RU Environmental Monitor. Provides Web-Based Remote Surveillance of 
Temperature, Relative Humidity, Dew Point, Airflow, Light, Sound. Up to (5) Additional 
Digital Sensors Can Be Connected to the Unit. Comes Equipped with an LCD Display 
with Scrolling Measurements and a Built-In Audible Alarm

9318-0560

Rack Mount 1RU Environmental Monitor. Provides Web-Based Remote Surveillance of 
Temperature and any Additional Sensors Connected to the Unit. Comes Equipped with 
(4) Digital and (6) Analog Sensor Ports, an LCD Display with Scrolling Measurements, 
Built-In Audible Alarm and (3) Relay Output Ports 

9318-0570

Environmental Monitors Accessories

19" Rack Mount 16-Way Splitter, 1RU for RJ12 Sensors 9318-0510 
Remote PDU Display, RJ12 Connection 9318-0506 
Sensors (compatible with environmental monitors and intellignet PDU)

Remote Temperature Sensor with 12 Ft. Wire 9318-0501 
Remote Temperature Sensor with 20 Ft. Wire 9318-0510 
Remote Temperature Sensor with 50 Ft. Wire 9318-0511 
Remote Temperature/Air Flow/Humidity and Dew Point Sensor with 12 Ft. Wire 9318-0503 
Remote Temperature/Air Flow/Humidity and Dew Point Sensor with 20 Ft. Wire 9318-0515
Remote Temperature/Air Flow/Humidity and Dew Point Sensor with 50 Ft. Wire 9318-0516 
Remote Door Position Analog Sensor 9318-0504 
Remote Water Detection Analog Sensor 9318-0505 
DLinks Web Camera Kit 9318-0509 
Temperature Displays (local monitoring only)

19" Rack Mount Temperature Display with Thermocouple; 1RU Blanking Panel Type 9318-0512 
Temperature Display with Thermocouple; 1.72"H x 3.8"W x 1.1"D 9318-0513 

9318-0506 Remote PDU Display

9318-0503 Temp/Air Flow/
Humidity Remote Sensor

DLinks Web Camera Kit

9318-0513 Temperature 
Display with Thermocouple

9318-0560

9318-0570

9318-0550

9318-0500
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